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INTRODUCTION

A PURPOSE AND SCOPE OF STUDY. The purpose of this appendix is to present detailed
engineering and design data for the Upper Saginaw River, Michigan Dredged Material Placement
Site (DMPS) project. This appendix provides the basis for the preparation of plans and
specifications for construction of the DMPS. Description of procedures and basic supporting data
related to investigations made in connection with the preparation of this appendix are presented in
the paragraphs and figures to follow. This engineering and design is being accomplished under the
National Harbors Program: Dredged Materials Management Plan (DMMP).

B. BACKGROUND. Since the latter part of the 1970’s, materials from the upper reaches of
the Saginaw River were placed in the Middleground Island Confined Disposal Area and those from
the lower river were placed in the Saginaw Bay Confined Disposal Area. The Middleground Island
Facility was filled and returned to the local sponsor in 1984. Dredging in the Upper River was
reduced with only the critical shoals being removed and placed in the Bay CDF at additional expense
due to the greater haul distance.

Two sites have been identified for analysis in this appendix. One alternative site for placement
of dredged materials has been identified at a location in Buena Vista/ Zilwaukee Township, west of
the Saginaw River, approximately 11 miles upstream of the mouth of Saginaw River, in the city of
Bay City, Michigan. See Figure 1 for the project location and vicinity maps. The site which lies
adjacent to and west of the Saginaw River encompasses a total area of approximately 581 acres.
The second alternative site for placement of dredged materials has been identified at a location in
Buena Vista/ Zilwaukee Township, approximately 11 miles upstream of the mouth of Saginaw
River, in the city of Bay City, Michigan. The site which lies adjacent to and east of the Saginaw
River encompasses a total area of approximately 274 acres.

C. DATA COLLECTION. The design data collected during the course of this study has
included the following:

1. CADD drawings developed from topographic surveys provided by the Technical Support
Section, Detroit District Corps of Engineers used for the plan layout and volume computations.



2. Soil boring investigations by STS Consultants in July 2002 used to develop arepresentative

soil profile of the area and provide data for a stability analysis of the existing dikes and proposed
dikes.

3. A list of pertinent references is provided on Page 5 of this document.

DESIGN

A. DESIGN CRITERIA. The design rationale used in this study provides for an efficient least
cost plan based on sound engineering practice with proper consideration given to environmental and
social aspects. The following parameters were assumed:

e Total Available Capacity of the DMPS is approximately 3,100,000 cubic yards. It is
assumed that bulking and consolidation will be the same.

e Confinement dikes would be constructed from on-site clay materials.

e The large area available for containment will permit storage of a high volume of dredged
material sediments and transport water without discharge thereby allowing for maximum
settling time of the sediments without the need to construct high confinement dikes.

e Dredging may be performed by both mechanical and hydraulic equipment, however it will
be assumed that conveyance into the site will be by hydraulic methods.

B. PROJECT FEATURES. The Saginaw River Dredged Material Placement (West) Site
(DMPS) is located in Zilwaukee Township, Michigan adjacent to and west of the Saginaw River.
The Site Plan is shown on Figure 1. An alternative site evaluated during this study, the Buena Vista
Township (East) Site is located east of the Saginaw River approximately 11 miles upstream from the
mouth of the Saginaw River. The Site Plan is shown on Figure 3. The total area available for
utilization of construction of new dikes for dredged material placement is approximately 281 acres
for the west site and 120 acres for the cast site. The current plan is to construct one confinement cell
within each site. The volume of materials to be dredged and placed during a particular dredging
season will depend upon the degree of critical shoaling and the availability of dredging funds,
however, it is estimated that average annual maintenance dredging activities would be 150,000 cubic
yards per year. Although portions of the east site and the west site are diked, project mitigation and
site selection features dictate that higher dikes with engineering materials be constructed in order to
permit disposal by hydraulic methods.

Materials for new dike construction would be obtained from borrow areas located within each
site. It is anticipated that the borrow areas would be located along the new dike location and
excavation would continue along the length of dike. Prior to excavation of materials for new dike
construction, a one foot (1.0 ft.) layer of topsoil will be stripped from the proposed borrow area
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within the confines of the proposed dikes, and either stockpiled or removed from the project area.
Any excess excavated material may also be stockpiled or hauled away by the contractor. A chain-
link type security fence (Figure 8) will be constructed around the outer perimeter of the placement
area.

All confinement dikes will have an minimum ten foot (10.0 ft.) top width and side slopes of
1V:2H. Hydraulically dredged material will be placed into the confinement cell by contractor
furnished pipeline. The pipeline will enter the placement area from the river side of the site.
Discharge into the confined area would be controlled so as to preclude erosion of the interior dike
slopes. A stop-log type weir will be used to control the flow of water discharged from the
confinement cell. The discharge will then flow from the weir through a 12 “diameter CMP that will
be buried along an easement from the confinement area to the Saginaw River. During the latter
years of use of a confinement cell, interior spur dikes can be constructed so as to provide the greatest
length of flow within the cell and subsequently the greatest amount of settling time.

C. SITE DESIGN. The Zilwaukee Township (West) is the selected site for this study. The
design of the site is simplified by the relatively large area available for confinement. The
containment cell will be designed to provide storage for dredged material sediments and associated
transport water during the initial dredging season and subsequent dredging cycles. This will allow
for maximum settling of the solids to take place and release of the clarified water after a period of
time.

In the initial dredging and disposal cycle, assuming 150,000 cubic yards of materials are
removed, the total volume of transport water and solids that are to be confined is estimated to be
750,000 cubic yards. This is based on past project experience in the Upper Saginaw River that
hydraulically pumped dredged materials which are primarily silty sands and would contain
approximately 20% solids and 80% water. Based on these parameters, a minimum dike height of
11.0 ft. including 2.0 ft. of freeboard is required for the west site, and a minimum dike height of
17.0 fi. including 2.0 ft. of frecboard is required for the east site The depth of the remaining
sediments after dewatering is estimated to average 0.5 ft. per dredging cycle.

The average ground elevation within the interior areas of the sites is 580.0 ft for the west site,
and is 582.0 ft for the east site. New dikes for each site would be constructed of clay materials
borrowed from on-site. This clay material would be compacted to ensure insure dike integrity and
impermeability. A typical cross section is shown on Figures 4.

The outlet structures would be stop log type weirs for both the east and the west sites. The use
of the stop log weir allows operators to manually adjust the water level in the placement area
according to the incoming flow conditions. In order to meet water quality requirements for effluent
that is discharged from the site, the stop logs would be set in such a manner as to stop any flow out
from the site thereby allowing the maximum amount of detention and settling time for solids.
Design of the weirs is based on structures that have been constructed and operated at various disposal
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facilities throughout the Detroit District. The relatively simple design results in efficient fabrication
and ease of operation. As noted before, control of water flow and subsequently water levels within
an impounded area is afforded by this type of structure. This is necessary due to the importance
placed on achieving a specific level of water quality of the effluent that leaves the site and re-enters
the waterway.

As previously mentioned in this Appendix, spur dikes could be constructed within the
confinement area. The spur dikes would consist of existing dredged sediments and located such
that the flow distance from the point of discharge into the site to point of discharge at the weir
structure is effectively increased upwards to a factor of two thereby increasing the detention times
of the dredged sediments. This will be necessary during the latter periods of operation when the
available volume of storage capacity of the site is reduced.

A stability analysis of the proposed new dike configuration for the west site was undertaken in
order to assure its integrity under various hydraulic conditions. A stability analysis was not
completed for the east site. Data for the analyses was derived from soil borings taken within the
proposed placement area as shown on Figure 6. The borings indicate that the surficial geology of the
interior of the site is composed of topsoil that consists of sand with varying amounts of silt, sand and
gravel with trace roots. The existing access roads and dike systems consist of either a sand and
gravel or clay fill. The sand and gravel fill consists of brown medium to coarse sand and generally
extends to a depth of 2.0 feet below the topsoil. The clay fill is a brown to gray containing varying
amounts of silt, sand and gravel with a very stiff to hard consistency and generally extends to a depth
of 2.0 to 8.0 feet. The natural soils at the site consist of a brown medium to stiff silty clay. This
clay was brown to gray with varying amounts of silt, sand and fine gravel and generally extend to
the termination point of the soil borings at a depth of 25 to 40 feet. A soil profile of the placement
area is shown on Figure 7. The Stability Analysis is contained on Pages A17 thru A 30.
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1. THE TOTAL AREA OF THE SITE IS APPROXIMATELY 581 ACRES.

‘ 2. THE AREA OF THE PROPOSED (HACHURED) PLACEMENT AREA IS

APPROXIMATELY 281 ACRES. DRAWN B7: i CHECKED BY: W
3. THE AREA OF THE PROPOSED MITIGATION AREA 1S -
APPROXIMATELY 300 ACRES. DATE:
10 MAY 2004 FIGURE 2

_\uppersag\sad01a04.dgn 05/19/2004 12:47:25 PM

A-2




e g B
s 5 < _
8 B: 8 | |5 S
6 B =) "
- 8 I8 |2 |2 = e
< b4
N . L5 ||B |0 22 |33
o% P . =
E BB lE |2=L |- |C
w Pz §% = wn = @
r gk 9 i s O
= i frapyd B x (=]
w fy O° S_..M_ W W= =z
5w e | B2z O 3
s td 93| @ ) i
& T ®WE () 5]
w % & mw Byl = LLt = i
i 8 1 = = EWW Z Z -
ol z h -3 —
i § o m H 2 ogh 50| |ZaE|S @
i - P2 %7 | |GEY|5 4
o -+ e +  zE et st| P2 XY | |OETID T =
Bﬂﬁmmnﬂ—«[—l + oL W B En MM %s = g % D E .
Wm W ﬂ,,.c ol 3| o L C m
T B} m = o m D m . o~
Gg % a O S| o=
55 &6 e o o | «
£ i 5
20 5 w m.nu o
) F
Zz= o 2
£ |0
® |=
[=] (=]
n u uw =] n
§8E3 8855 R
LA _—.Ir_u = T T —qdm -ﬂ
i E
: i w\q 14
: i : (P
4 ]
= 3 E
< Hig {w 18
o e il 2o
3¢S £ E .
uletele stele%s
atoletel otadedetetetatess 4 175
LR EH SRR A A KA L = il
SRR nonououo?n"uo"owuutuonnu""o = m 3 - mm
(2 () ®. Sm E 5%
= E
TV 3 _._er.
3 wOg
34 A3 =¥
/RN SN
o 3
= m_ﬁ / JN“ mw
- = [N £
= N
B ZHEN B3
i § z § 2 £ g & -\ e &
: 1 e I 04 1 [ = WM n
— + w5 F |- + g - A % 2k
= Q LE
= g = " =1 - @
o i =z M. - I
& IRANARNANE AR AN A AR EERANNENANUNTANS %
m =
-1
2 §552 88888
o
L=t




b 3HNOI 4 v0 AYAN Ol
i31v0

MrH 0rd
1A8 03%I3HD tAG NAYHO

315 1SIM - NOILO3S BT TYOIdAL
NYHOOHd

INIFWIOVYNYIN TvIHILYN a3Dd3H0
NYDIHOIN ‘HIAH  MVYNIDVS H3ddn

NUSIHIIK "L106130
SHIINIONT d0 S4H0D

LIOML3A "LO1MLS1a ¥IANIONT AWMV 'S'N

NOILOAS IMIA "TVOIdAL

e @ Sz @2 Sl @IS @ S @1 Sl B2 S 0E S€

495 m:_______:______________:__:____:__:__::_______w G395
QLS H H BLS
- STVIHALY $ -

S8 £ i e G Ta ey 946
g8 ——t+——— Z 5 4 T N =—l—= pgg
- | | — \_ e -

G8G + ~_ \\L\ 1 cgg
— A =
065 + s, =1 & 1 965
— 14 0'1BS[AI3 -

GG + e —+ GbG
PO9 + —+ 009
P9 - L Gp9

A-4




¥O AVAN OL

S 3¥Nald
$31V0

MIrA
148 NMVHO

148 Q3INIIHI

ord 3vIs ON

HIEM MOTHHIAO
WvHDOHd

INTWIDYNYIN TVIHILYN d3903Hd
NYOIHOIN 'HIAH MYNIDVS H3ddN

¥ LTX9K9 ——y

41 3M MO 1443A0

NeOIHIIH ‘1108130

SY3IINIONI 40 Sdu0d
LIOM1Ad 'LD1MLSId ¥YAANIONT ANYY 'S'N 9@ 3
{15d 000E NIW)
— 1714 31393800
N _ _ N \| gy
i T “g'M'3 ¥10 2L - -~
N
~
{1713) ONITLL3S AHVANOD3S)
14'0°vBS 13 WOLLODE
¢ 4
} L
~
R— 30v4 3u10 bl 9%e
ﬂ I3 01 I+
— -"h
I NOT1IVA3I] NOY
he— } hVL M m F m
_ ) S3IMVA  3DNVLISIO .ﬁ .
ERILY dnd vid .8 DT | EREEIE R R
POSIIRT I Sl FILIARS X!
06 Q31V10Y V-V NOI123S g , ¥
¥ 2/1%,0%,9 1114 3138INDD — \:./.
| J S
“ dNtY L2
T ==EEER ]
i N
/ N
cawT \\\ N
AM =4l
(dALl) $9071 %GI\ \VI SERLSERERS
(dAl) 3=3 ,91/6-6 1V SIINIH F|OTIM s
‘d'gd
W2 = via|.or |~ ELE]
L~
— — {

A-5



£ g
: :
141000 + 741000
+ +
374.3
+ +
e
/
4
i
§ SRAW-5-02 H
& - E
+138000 +130000
[ gy
(151 ‘F oixd
RAW-2-02
- ‘i .
3
+ +
SRW-8-02
: :
+ 135000 4115000
58
3
+ +
+
§ !
F137000 100 F 132000 F 132000

U.S. ARMY ENGINEER DISTRICT. DETROIT
CORPS OF ENGINEERS
DETROIT, MICHIGAN

UPPER SAGINAW RIVER, MICHIGAN
DREDGED MATERIAL MANAGEMENT

PROGRAM
SOIL BORING LOCATIONS - WEST SITE
ORAWN BY: CHECKED BY:
PJO KJW
DATE!
10 MAY 04 FIGURE 6

. \uppersag\dmmpborloc.dgn 07/07/2004 08:08:32 AM



L 34Nn914

PO AYN 0L

$31v0

My

A8 G3¥I3IHI

ord

A8 NMVHQ

3L1S VISIA VNING - 371408d 110S

WvdDO0Hd

INIFWIDVYNYN TVYIHILYIN d3D034HA
NYDIHOIN 'HIAIH  MYNIOVS H3ddn

110¥L3Q 'LOIMLSIa MIINIDONT AWMV ‘SN

NeDIHIIH ‘1108130

SHIINIONT 40 Sdu0D

RES
GES
Bra
GkG
(5 1=1=}
fei=te]
@9s
G958
BLS
G485
B85
585

BbS

F11404dd 110S

PPRL1  BR@sI enLl 209! pepcl @eerl Peec! opezZl  2osll poenl 2006 pors 0e8L eee9 22es ooor BneE peez ool (]
T RARRRRRARRRNRRE R R RRRARARRRRRRRARRRRRARRRRINRARRERRLY S RRARARNERRRRRRARARARRARSNRNERRRRRRRNNRARRRRRRSRARRARARRARURRARRLS IRRRRRRRNRERRREE] IRRRANRRARRRARANRRRRASRRRN ARRRNRRLRRRRRES
= G =
2 \ e
= 11 pr
E 1 171 3
” x . % 7 . K
= 4 =
= 1“1 =
E AV .\m \ “ & Wu W“ 7 Y 3
= A 5 1 Av1d aw P 3
R Z 47 \“ 7 /M E 7E
- W1 [ Caw] brx
= N\ & & SAHSERY > \\ k“ 79 % \\M =
- o v \ 4 \\ 7 v —]
= AvTD — B I v A2 [ g % 3
: % Ealn = | 7 a7 % a7 - 21 3
- j=— & ™ s =2 #7211 T 4l o
E w\m - \L_ . < /u\ _\: vV“ L 106401 ] 1 Tesd0l / r\\r.:A _\\||. o L[ E G 4
E= ——— —] L 7/ = @ @ HF M 77 Nl i S T g g
E [’ B> ) & i i 5 —3 23

1o E— HosSant| = noganT % = o . et

E $ A ;- pJ & 8 8 : : & T S

; . 2 = :
=
~N

3I¥4HNS ONNOHO I1YHIXOHddY

BES
GES
2rs
145
255
665
B3s
595
BLs
G5
085
GBS

BbS

AT



8 3uN0I4 PO AN O1
131v0
M ard
$A8 03¥33HD $A8 NMVHO)
30NI4 ALTEND3S
WYHD0Hd
INFWIDVYNVYIN VIHILVYIN 0390340

NYDIHIIN 'HIAH MYNIDYS H3ddn

hrOIHI(H 1108130
SHIANIONI 50 Sdu0d

1108130 'LOIYLSIO HIINIONI AREY 's'N

FWOS OL 10N

JON34 ALIHNO3S HILIWIHIJ

{arl) FONH H3ekd




CALCULATIONS




COMPUTATION SHEET - _
croseeT WPPERZ. € aGinA 2IVER " IDMMP sueETnO. | oF _ 2% speets
e CLACEMENT  AREA DESICAS . DATE 7}/9.31/03
e =t T _YPlir Dicpocal CELL DKEE DESIGN  mie

COMPUTED BY-_— M _ CcHECKEDBY . REFDRAWNGNO—

_CL;N:\QAL '

‘ T"Hr D{:smu OF: e T\;F}tcm, cfr“w. : Aé.sumr“c TT—H'—' T

;._;.c;A'PAcI—'lT\/ T T LONT A-H\J c’D(\-u- ﬁr:AQON =
AN UAL MAINTERANCE | DREDSC MO- lS“CD CDO:J f-r\(.. K.
' .{.Fi’l-r\-’g- THE.TT .:._.“MST’OP—T" U-‘AT'I:J&, ¥ '

,..i.["l’-?-OM a)(PDQ-H\.NC/C\ Afss_..c,emr THA*"T‘HC Der‘bo&a
L CETIMENTS e e C.CDNT"A:LN 2905 =ouDe ArD 807
S WATER, BasED. . oM. QE:MWA»L O iS'a OO0 G\L =

| lun\DL—AC»C' MAT&EU-:L-Q ‘T'H-r- TUI"M VG"—UW— 0*"‘5

| LR

QV w%t:.-tag: qu 2 75’0 @e.:a ”{ G

V.

B I 9_\/ -;»L§a @oa uy oy 9\{ \/T
Sraiinill S0 "R i f5'(9 0@ \/ S ebgonden

BRVES lsv 000 f 75*@ ot c»r

The  AUMABEE con r—w A=A z@r u;?-;’ :

'[:'.'T(-arr—' \Z-T:‘.éuu‘hpc.. PFE-J.O-*"N . ":"w.aerr;rz,_./wuas. k% N

I+ = '7549 ©o ey X 29 Eri/e
2@7 —%orzEE X ‘f?é’ﬁeﬂ F'”/m

s ey Zawnlll

......;BC&AVS\- 'THE q@;uk’r‘tv::u\ H\QG-E A—(&E‘-ﬁr DC@%W‘.& :
L THE RETENTION: OF ALl X T'Hh- WNQPW AL ,
L THE. CPONDING DFP‘!'N, AND | FREC ROARD WKl RE
3..,A£g.uw~(:b T‘ED rsr‘ _qDLJA-L. M—Hai— is. T>/{>10AL.L\/ .2 cDr—

A‘?



COMPUTATION SHEET
croseer. W PPER  CAC- IV Z\VER MM L
ren_[CLACEMENT APEA DESIGH —
cer TYPleAL TloPosel cElLL DILE I\r—'ﬁsg-g_ FILE

COMPUTEDEY. —__ =H4TD ____ CHECKEDBY ———

SHEET NO. _L_ OF _-:L_SHEETS

s B A e

,..;_..;T’{-%*r-'r‘-?k-wftoa—~ THr T‘\/Hmu bnﬁs -ga:mow R ST R O
LASSYMES MEMMUH L CREST, Lmb'm oFE o0 FTT.
A D StDra‘c_;LaPL—g Rl |~.UE§.T1ML— =TSR JW@ioNT‘AL
f._.T’Hr e DESLOPE . mw-tvgrorug  ABE: . L?AsED or.
uguuc- t:XL%'r"IM OF=SITE MA"L«@rN.aS ForR. E:GEEULU _7_ g
ma% __,ongc.-r; oF l%{-zou«!d Mr;b e 'ra ;‘1"]F‘F c«ufw,

& = I[a.o .'..v

U UTYPCAL ke SecTiom — MEW DIKE.

Ha Auc:%C‘ -bt:PTH o scowm AF‘TE@'DEMPrmiNO-

*fhs DESIG-P" L—af-r. oF. -n-u&' mHFu\EMEW s.(m LS

2O NS, Mu MG THAT . guwf_.r\.o,ﬁ—»ﬂ '
| EORBATON . LALEA | BQUM | —n:E F:Hd% H-e:aﬁr-
o DL‘PTH [ et f~1=w£., 1sm

| t . 3

o = i { ﬂl«_":f"
.......... A A, :LQ‘?/EI 5(69 331"-’-1:{ : (g @ F:

| uf } ..'-'-\ H’— 'r*lﬂ.ﬁ..__z..r,;_ ?‘.“.":-':.'5 : w~ 7

-

"H—F me. DIKF HQH.H T}-ra?rmﬂ&’ E@vm,s 77-;505&731#01':
F‘-tb-t- PLUS  FPEECORPO. R FL@DDIM’ Pw.: Feﬁu’cﬂﬁa@
FmL 1 TERIOR . (AfTRR | . ot b
e Hy= 0t o420 =loEr= ...
A- IO |




: COMPUTATION SHEET
PROJECT _ Upper Sggj tngws  (COF - Weet DATE |17 Ma., 7004
SUBJECT

, PAGE | OF 3
ITEM Ualumc Cﬁ'b#lm"r‘ﬂﬂ‘r
REP

PAGE "OF
COMPUTED BY CHECKED BY _° REF

RO IREY kb

deadeedad o B L L LY Saledt Palgad. T E L

S S : f ;
o

SéC-Hom;l A‘rc:o\ (Aakz,) -

Are = (1% ")} = 35267

Perimetess
A Hums
F= 3685

(= 1% 4 13,685
z

B e Rl 1
B

I : i ) B
o (H;HS"-; 13,6950+ 713, 685" = t4008""

_.tht U.ol;--.c

(35280) (14, 1657) = 496780 24 = 154,670 g’

A-1l



COMPUTATION SHEET
PROJECT__ Upper Susinan COF - weet DATE 17 M, Z00%

SUBJECT PAGE 2 OF 3

ITEM  Vaolume c.l1u|u¢.w, ' PAGE "OF

COMPUTED BY R P CHECKED BY ° REF

Confinement (elsl ot RN - S R
ol Mo Sc-_k o FLl A B E Tt T W Bk ] ("
lﬁcrr“:@.‘:boﬂ'l |

oy

Vokume g

Aea - Vi(a‘)(rg‘)— 3:&1 _
\J'o|vmo‘ (mw('/;(af us“—nm )+ 13,657 - 1134405 &7 - 42,0154}

Volume F

Arte s lﬁil-acrﬁsn 7:; _i_O;‘.}G?z‘l_il—E}z.

Volume = (10,463, 1124™)(T') = F4168008 #* = 3487704 il

Total BV Lo

01550+ 3 497,704 4 = 3,518 L
£ 1986104k’ Dike Makersl Fill
'3, E Y*‘% €1 tj‘[:‘ : .

7 A ¥ '0 'H' G d.rk(.
*"C‘Sﬁun:ﬂ_. Co.. ..-.ehud’ C{.” s 'FRJ’_qTZA‘*"C‘[ | elevation to gttom ©



' COMPUTATION SHEET

PROJECT F_.Pﬂ é“.m; (DE - Weet DATE |3 Maw 200 4
SUBIECT PAGE 2 OF 3

ITEM levlations PAGE "OF
COMPUTED BY___ Rup CHECKED BY _° REF

3 714.?&%*1 .,.,0 ""

It

A= 13

\apsml QcmwuL (l )[‘30 mts) = Cl )(3 ‘?;<Z4 ‘300 JF+‘) 2434 soo «PJ" ]?,“f,a57,rl‘ _ _‘



COMPUTATION SHEET | |
pROJECT_UPRY  Soginany CDF - East steerno. | oF 3 sheers

ITEM _— DATE ! | M LJ 1004

FILE

Sf-C‘l"ﬂnﬁJ A':t,:ﬂ Lal;kb

‘ZAM- stw}urf) e
pg,,lreﬁ T N A
! A__to Dgo S Fier e ahig wmens obas o
F 9 gu
e L__s_g_i____g_.._ S S
R (")7,
| ..A:-.'flg[taO‘SO_._‘isu)+‘15II. °|73a S O %
N0 705 1

"._,jtmn (1790 = 73”»’?%‘3 w "L‘nsssw

EER i AR AU RN RPN



COMPUTATION SHEET

PROJECT Up'otf Swzingu CNE- Eot sHEETNO. L oF 3 sweeTs
TEM . pare_12 Mey Too4 -

g CT Volyme CQ,I{,.V!G\'{'P‘Q-’I) : ; FILE

COMPUTEDBY—_______ CHECKEDBY REF DRAWING NO

bl Secfign i i Dord
CoNeisealel CoL o P F DD 0

e e T

" Uﬂlvmfr E

' ..Vpimp-" ('ns% )(’3 (‘1730 ~r‘1,5n)+ "15:1 ) ’»’J'Sbfvo H’ "'1 %7 ‘,JJ ?' -

A'ea\ ‘s ll‘i Laucs. : ‘Sm'nq .|:+1 R

Val.nnc s (S'Aoﬂﬂa,w )(15) 79]4—5};[0-@4«‘ R

TO"‘q' F:“ _[glw-;,

ugweﬂh %, |+b.uow -'sao 3o3uac>%+3 : zqﬂ:.r% -,aﬁ
| A E R +_ 271,395 G430 e rwm...: x:.u
3, 245571 4d P - -

L At CorFimeenk, ol s Bl n}f “f, cqenl clembion bo_bobban. € dike
=15



PROJECT.

COMPUTATION SHEET

SHEET NO. 3 OF 3 qHEETS-

iTEM

U?Inc/ 55‘.95;Agu.1 C“F‘Eqﬂ'

DATE_Z HM W04

s o7 Volume Coalgy lations

FILE_

COMPUTED BY-. CHECKEDBYREFDRAWINGNO _
Topeoi | Removiment:  Bdiustmeat ;b : :

U Topsait femoved = (1[50 sc) 2 € 1) (34%4 500 £4) = 8400 B35 118,0674%

129,0bTqk*:

.

MA@,‘“%J«C&F

N i RRER R AR



SAGINAW RIVER PROPOSED CDF SITE
ZILWAUKEE, MICHIGAN
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SAGINAW RIVER PROPOSED CDF SITE
ZILWAUKEE, MICHIGAN

SLOPE STABILITY ANALYSIS
1.0 General
This slope stability analysis is being done to obtain a CLOMA (Conditional Letter of

Map Amendment).

2.0 Proposed Project

There are currently levees at an elevation of approximately 587 feet above LWD (NVGD
1929) around a portion of the proposed CDF. The 100-year flood elevation for this area
is approximately 588, and FEMA requires a 3-foot freeboard. Therefore, levees for the
proposed CDF require a top elevation of 591 feet above LWD.

Instead of building on the old levees, new levees are being constructed on the interior of

the old levees (see Figure 1). Material within the proposed CDF will be used as a borrow
source.

3.0 Site Geology

Material at the proposed site consists of brown medium to stiff silty clay with varying
amounts of silt, sand, and gravel. The clay extends approximately 25 to 60 feet below
oround surface. Some silt and silty clay can be found near the surface. A soil profile and
seotechnical investigation prepared by STS Consultants is provided as an attachment.

After stripping the topsoil from the surface of the borrow area, the clay from the interior
of the proposed CDF will be used as a borrow source for the new levee construction. Two
compaction curves done on composite samples showed optimum moisture content of 10.5
and 14.5. The median in-situ moisture content varies from 10% to 35%, with a median
value of 19%. Since the on site materials are wet of optimum, it will likely be necessary
to implement moisture control measures during construction. The site has a pumping
system that is used to control water levels during crop growing seasons that could be used
for that purpose. Simpler methods, such as digging trenches through the borrow area and
pumping the water that collects, may also be useful.
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4.0 Slope Stability Analysis

Three conditions were analyzed during the slope stability analysis, as discussed below. A
normal load of 200 psf was used on the levee crest to account for vehicle loads on the
levee during construction, operation, and maintenance of the CDF.

4.1 End of Construction Condition:

Undrained shear strengths determined from Unconsolidated, Undrained (UU, or
Q) Tests, as well and Unconfined Compression (UC) were used to determine total
stresses. The average shear strength value minus % the standard deviations for
the UU and UC tests were very comparable at 1078 and 1071 psf. A phi =0,
¢=1000 psf analysis was run. This is a conservative assumption that the soil will
be saturated and not rely on any frictional strength between soil particles. Even
with this conservative assumption, a factor of safety of 4.8 was obtained.

4.2 Steadv State Seepacge at flood level

This scenerio describes a long-term condition in which steady state seepage has
been allowed to occur after water levels have increased to the 100 year flood
stage. Direct shear test results were used to determine the effective shear strength
of the soil (300 pef). Again, a phi = 0 was used. A factor of safety of 2.0 was
obtained. A steady state seepage was also analyzed at a water level of 586, and
had a factor of safety of 1.7

4.3 Sudden Drawdown after flood level

Sudden Drawdown conditions assume that after the system has reached steady
state seepage at the flood stage of 588 feet above LWD, the water level will drop
faster than the soil can drain. Effective stresses and phi = 0 was used in this
analysis. This was the most critical analysis, with a factor of safety of 1.5.

191y
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Table 1: Slope Stability Results

Analysis Unit Cohesion Angie of | Water Factor Minimum
Weight Internal elevation of Safety | required’
Friction

End of 115 pef | 1000 pef 0 583 4.8 1.3
Construction
Steady State | 115 300 0 588 2.0 1.4
Seepage at (effective)
flood level

| Steady State | 115 300 0 586 1.7 1.4
at H20 - 586 (effective)
Sudden 115 300 0 583 1.5 1.0
Drawdown (effective)

1. EM-1110-2-1913, Table 6-1b

5.0 Hydrocompaction:

Hydrocompaction is subsidence due to the compaction of soils through the loss of water.
This can be significant in loose soils. Hydrocompaction is not an issue at this site, since
we are requiring 90% maximum density compaction. In addition, the clays have a low

PL and are not high swelling clays.

6.0 Conclusions:

The designed levee cross-section meets all minimum factors of safety for end of
construction, steady state seepage, and sudden drawdown conditions. On site borrow
material is wet of optimum, and moisture control will need to be implemented to reach

* the recommended compaction to 90% of maximum density. This analysis assumes that
the levees will be properly maintained. Animal burrows and trees can significantly
impact the stability of the levee slopes.
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5.0 EXPLORATION RESULTS

5.1 Site Actiivities

The STS sngineer and drillers mobilized to the site on July 20, 2002. Drilling and sampling began on July
30" and continued until August 1%, Drilling activities began at the proposed sastemn disposal site location
where a 1ol of seven borings were drilled and sampled. Four borings wers drilled to 25.0 feset, two
borings to 40.0 feet and one boring was drilled to 80.c feet. Once the berings were complete the drill rig
was loaded on the trailer and mobilized to the proposed western disposal site location. Nine borings were
completed on the western side of the Saginaw River. Six barings were dnilled to 25.0 feet, two borings tc
40.0 feat and one boring was drilled tc 80.0 feet. Six Photographs documenting portiens of the field
activities are presented in Appendix B.

5.2 Site Conditions

The proposed disposal areas for the Saginaw River sediments are located in Zilwaukee/Buena Vista
Townshigs, Saginaw County, Michigan. Figure 2 iliustrates the approximate location of the two proposed
containment dike locations. The sites are approximately 0.5 mile nertheast of Zilwaukee, Michigan. The
elevations at the east site range from approximately 580.0 to 587.8 feet. The elevations at the west site

range from approximaiely 572.3 1o 585.7 feet.

5.3 Scil Condiiions/Siie Comparisan
5.3.1 East Site
Four of the seven borings performed on the east site were drilled within the existing dike system. The soil
berings were SRE-10-02, SRE-1 1-02, SRE-14-02 and SRE-18-02. A general descriction of the fill and

naturzal soil types encountered includes:

TOPSOIL
Topsoil was encounierad in barings SRE-14-02 and SRE-18-02 with thicknessas of 1.0 and 0.4 feet. The

topsoil typically consists of sand with varying amounts of silt, clay and gravel with trace roots.

o
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FILL - SAND & GRAVEL

Fill material was encouniered while driling on access roads and on the exisiing dike system at the east
site. At borings SRE-10-02 and SRE-11-02, the fill material consisted of brown medium to coarse gravel
with thicknasses of 2.0 feet at each location. The fill material at SRE-10-02 contained broken pieces of
red brick or possibly broken pottery shards. A 1.25 foot layer of fine silty sand with trace roots and clay
was encountered in the dike (SRE-10-02) at 5.0 fest. Boring SRE-14-02 was drilled on the dike system
and contained brown fine silty sand with trace amounts of clay beneath the topsoil. The fill sand extended

from a depth of 1.0 to 4.0 feel.

EILL - CLAY

Very stiff to hard silty clay fill (cike material) was encountered in borings SRE-10-02, SRE-11-02, and
SRE-16-02 from 2.0 to 8.0 fest. The clay was brown to gray and contained varying amounts of silt, sand
and gravel and occasicnally small white shells. Boring SRE-14-02 sncountered the very stiff to hard clay
at 4.0 feet and the fill layer extended te 8.0 feet.

NATURAL SOILS

Cohesive Soifs

Srown medium to stiff silty clay was encountered in all seven of the borings completed at the east site.
The clay was brown to gray with varying amounis of silt, sand and fine gravel. The clay extends tc
approximately 25.0 feet in borings SRE-10-02, SRE-11-02, SRE-15-02 and SRE-18-02. Mattled and
fractured sitty clay was encountered within the silty clay in borings SRE-9-02, SRE-10-02 and SRE-11-02
at depths of 8.0 t0 15.0 feet. The brown silty clay sxtended to 40.0 feet in borings SRE-3-02 and SRE-14.
At boring location SRE-13-02, gray silty clay with a soft consistency was encountered at approximately

25 () fa=t and extended 1o the termination depth of the boring at 80 feet.

Granular Soils
Two borings (SRE-15-02 and SRE-18-02) contained brown tc black fine silty sand with trace amounts of
roots, clay and occasional gravel. The natural sand encounterad in borings SRE-15-02 and SRE-18-02

was 3t a depth of 8.0 fest and was approximately 2.0 feet thick,

26
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5.3.2 WestSite
Five of the nine berings performed on the west site were drilled within the existing dike system. These soil
borings wers SRW-1-02, SRW-2-02, SRW-4-02, SRW-8-02 and SRW-7-02. A general description of the
fill and natural soil types sncountered include:

TOPSCOIL

Topsoil was encountered within all of the west site borings except SRW-1-02 and SRW-8-02. The topsail
" typically consists of sand with varying amounts of silt, clay and gravel with trace roots. The minimum

thickness of topsoil (0.3 feet) occurred at boring location SRW-2-02 and the maximum thickness (2.0 fest)

accurred at SRW-4-02.

FILL - SAND & GHAVEL

Fill material was also sncountered while drilling on access roads and on the existing dike system on the
west site. Borings SRW-1-02 and-8RWL.6-02-wese the only locations where gravel fill was encountered at

the surface with thicknesses of 0.5 andwms aely. Fill material consisied of brown medium 1o
coarse sand and gravel at both locations witﬁt?ébe pieces of slag at SRW-1-02.

= Y
COURL el ~.\ ‘{“-a{\rf: "

Silty clay fill (dike material) with a consistency of very siiff 1o hard was encountered in berings SRW-1-02,
SRW-3-02, SRW-4-02, SRW-6-02 and SRW-7-02. The clay which was encountered below the topsail
and grave! fill was brown to gray and contained varying amounts of silt, sand and gravel and occasicnaily
small white shells. Small lensas of sand and/or softer clay were sometimes encountsred within the very
stiff clay. The clay fill extended to a depth of approximately 8.0 fest at SEW-4-02, SRW-5-02 and SRW-7-
02 and 8.0 feet at SRW-1-02 and SRW-3-02.

NATURAL SOILS

Cohesive Saoils

Srown medium to stitf silty clay was encountered in all nine of the borings on the east site. The clay was
brown to gray with varving amounts of silt, sand and fins gravel. The clay extends to appreximately 25.0
fset in borings SRW-1-02, SRW-2-02, SRW-4-02, SRW-5-02, SRW-58-02 and SRW-7-02. Motiled and
fractured silty clay was sncounterad within the silty clay in borings SRW-1-02, SRW-2-02 and SRW-8-02

at 8.0 feet with thicknessas of 1.0, 6.0, and 5.0 feet, respectively, The brown medium silty clay sxtended

to 40 feet in borings SRW-3-02 and SRW-8-02. At boring locaticn SBRW-8-02, brown soft silty clay was

3
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encountered at approximately 35.0 fest and was 10.0 feet thick. Brown silty clay (or possibly clayey silt)

with a very soft consistency extended from 45.0 tc 80.0 feet.

Granular Soifs
One boring (SRW-2-02) contained gray fine to medium sand with varying amounts of roots, silt, clay and

occasional small white shells. The sand was encountered at a depth of 2.0 feet and was 7.0 feet thick.

The generalized soil profile described above is noted on the respective boring logs included in the
Appendix B. Please refer to those logs for a more detailed description of the soils encountered at speciiic
boring locations. Geologic profiles of the soils encountered =t the east and west sites have been included
as Figures 4 and &.

5.4 Groundwater Table Conditions

Groundwater level readings were obtained in each boring during and after driling and sampling
operations. The groundwater slevations varied considerably across both proposed sites. The
groundwater on the eastern side of the Saginaw River ranged from 8.5 to 20.0 fest below ground surface
while drilling. Three of the seven boring locations did not encounter water while drilling and sampling.
The groundwater on the westarn side of the Saginaw River ranged from 5.0 to 24.8 feet below ground
surface while drilling. Three of the nine boring locations did not encounter water while drilling and
sdhwpling. Groundwater levels encountered at sach boring locaticn are located on the baring logs included
in Appendix A. It should be noted, howaver, that groundwater levels obtained from soil Derings may not
raflect the natural long-isrm slevation of the groundwater table. Monitor wells would be raguired if more

accurate or long-term monitering of the groundwater levels is required.

A-28
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6.0 GENERAL QUALIFICATIONS

The analysis and recommendations submitted in this report are basad on data cbiained frem soil borings.
Variations can ocour between these borings; the nature and sxtent of which may not become evident until
after construction.  If variations are encountered, it may be necsssary io make a re-svaluation of the
recommendations of this report after making on-site observations and ncting characteristics of these

variztions.

Watar level readings have been made in the borings at the time and under the conditions stated on the
boring logs. This data has been reviewed and an interpreiation made in the text of this report. Howsver, it
must be noted that the period of observation was relatively short, and that seascnal and annual
fluctuations in the level of the groundwater will likely occur.

This repert has bsen prepared in accordance with generally accepted soil and foundation ngineering
practices to 2id in the evaluation of this property, and to assist the Agency and their Enginesr in the design
of this project. No other warranty, expressed or implied, is made, The scope of this report is limited to the
speciiic oroject and location described hersin, and our description of the project represents our
understanding of the significant aspects relevant to soil and foundation characteristics. In the event any
changes in the design or location of the structures as outlined in this repert ars planned, we should be
1n%ormed s0 the changes can be reviewed, and the conclusion of this report modified and approved in

writing by the Geotechnical Engineer.

As a chieck, we recommend that STS be authorized 1o review projsct plans and specifications to confirm
that the recommeandations of this repert have been interpreted in accordance with our intent. Without this
review, STS Consultants will not be respensible for misinterpretation of our data, our analyses, and/or our

recommendations or how these are incorporated into the final design.
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